
EFFICIENCY
BIOVE+ MULTIPLE SPECTRAL WAVELENGTH
EFFECTIVE LURE DISTANCE +50%
LIGHT WEIGHT - NO DRILLING REQUIRED

SUSTAINABILITY
ENERGY CONSUMPTION SAVING +77%
CARBON, CO2 EMISSION SAVING 254KG/UNIT PA
SEQUESTERED 4.2 TREE FOR ENVIRONMENT

COST-EFFECTIVE
FLYGHT DUO IS FREE - AS COST WILL BE FULLY
REIMBURSED BY ENERGY SAVING
(BY ~18MONTHS IN GERMANY AND ~ 21MONTHS IN HAWAII)

Anything more ECO,
grow pitcher plants
yourself!



SAFETY STANDARD
IEC 60335, IP 51, CE & RoHs,testing standard

FULL COMPLIANCE
HACCP , ISO 22000 complaint

LOW ENERGY
Provide significant cost and energy saving

LIGHT WEIGHT
No drilling is required on smooth wall (use sealable hook)

NO HAZARDOUS RISK
Free of glass, mercury and lead

MIN 3 YEARS LONG LIFE LED LAMP
Cost saving on consumable and operation

AREAS OF APPLICATION Restaurants & Cafés | Food Processing Plants | Supermarkets & Retailers |
Hospitality Sector | Office Spaces | Hospitals & Laboratories

COVERAGE AREA Up to 100m2 effective coverage area

LIGHT SOURCE UVA LED light source 
2X 4 LEDs

WEIGHT 1.69 kg

MATERIAL Anodized aluminium frame with ABS plastic side

POWER INPUT 100 – 240 V AC Universal Input

POWER CONSUMPTION 10 W

DEGREE OF PROTECTION IEC 60335-1 / 60335-2-59   
IP 51

MOUNTING POSITION Wall mounted and on table top

DIMENSION L X W X H   510 X 275 X 95mm


